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GUNZBURGER STEIGTECHNIK

ML platform ladder

Steps
f 80 mm

= Platform ladder made of aluminium
= Stable rectangular tube side-rails
= Grooved steps with a depth of 80 mm

= Large, trapezoidal platform
(400/360x 425 mm)

= 4-fold edged step-to-side-rail connection
= Conical side-rail guide for a secure footing

= Two pre-assembled handrails for safe ascent and
descent

= ‘Safe-cap’ ladder joint

= Non-slip ladder shoes

= Spreader lock with two high-strength polyester
straps

= Step spacing: 235 mm

= Ladder inclination: 70°

= Maximum load: 150 kg

Fig.: Order no. 51096

Suitable
Safety. Made in Germany. accessories
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Non-slip Handrails Spacious platform ‘Safe-cap’ clip-step
ladder shoes ladder joint step padding Approx. max. working heightinm 2.9 3.15 3.35 3.6 3.85
Number of steps incl. platform 4 5 6 7 8
. Total height in m 1.95 218 2.4 2.65 2.88
Details on the relevant product page at www.steigtechnik.de Find out more from 9 ——
page 173 onwards Platform height in m 0.89 113 1.36 1.60 1.83
Base spread in m 0.97 115 1.30 1.46 1.61
Lower outer width in m 0.60 0.62 0.65 0.68 0.7
Depth of sidé-rai_l ascent section/ 73/58 73/58 73/58 73/58 73/58
support section in mm
Total length folded in m 2.06 2.31 2.56 2.81 3.06
Platform height up to railinginm  1.00 1.00 1.00 1.00 1.00
Handrail length in m 1.03 1.03 1.28 1.52 177
Transport dimensions LxWxH inm 2.06x0.60x0.28 2.31x0.63x0.28 2.56x0.65x0.28 2.80x0.80x0.28 3.05x0.71x0.28
Weight in kg 10.0 1.5 12.5 14.5 15.5
Order no. 51094 51095 51096 51097 51098
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