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Fig.: Order no. 50088

Platform ladder

i Steps 80 mm

Platform ladder made of aluminium

Stable rectangular tube side-rails

Grooved steps with a depth of 80 mm

Large, trapezoidal platform

(400 / 360x 425 mm)

4-fold edged step-to-side-rail connection
Conical side-rail guide for secure footing

Two handrails for safe ascent and descent
(enclosed separately)

‘safe-cap’ ladder joint

ergo-pad® grip area with clamping mechanism
nivello® ladder shoes with patented 2-axis
inclination technology

Practical storage tray (350 x 200 mm)
Spreader lock with two high-strength nylon straps
Step spacing: 235 mm

Ladder inclination: 70°

Maximum load: 150 kg

Approx. max. working height in m 2.95 3.15 3.4 3.65 3.9 41 4.35
Number of steps including platform 4 5 6 7 8 9 10
Total heightinm 1.65 1.88 212 2.35 2.59 2.82 3.05
Platform height in m 0.90 113 1.37 1.60 1.84 2.07 2.30
Base spread in m 1.00 115 1.29 1.43 1.60 1.75 1.90
Lower outer width in m 0.61 0.64 0.66 0.69 0.72 0.75 0.78
Side-rail depth of the ascent/

support section in mm 73/58 73/58 73/58 73/58 73/58 73/58 73/58
Handrail length in m 0.75 0.75 0.75 0.75 1.30 1.30 1.30
Weight in kg 10.0 1.5 12.5 14.0 15.5 17.0 18.5
Order no. 50084 50085 50086 50087 50088 50089 50090
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Safety. Made in Germany.

nivello®
ladder shoes

ergo-pad®
grip area

Details on the relevant product page at www.steigtechnik.de

Handrails

Suitable accessories

Rigid connection Transport lifting
Order no. 19831 roller
Order no. 19810

More information from page 160 onwards

Platform ladder
with castors and handle

f Steps 80 mm

Platform ladder made of aluminium

Stable rectangular tube side-rails

Grooved steps with a depth of 80 mm

Large, trapezoidal platform (400 / 360 x 425 mm)
4-fold edged step-to-side-rail connection

Conical side-rail guide for secure footing

Two handrails (supplied separately)

‘safe-cap’ ladder joint

nivello® ladder shoes

Practical storage tray (350 x 200 mm)

Rigid connection through metal struts detachable on both

sides (enclosed separately)

Spreader lock with two high-strength nylon straps
Two lifting castors @125 mm and handles

Step spacing: 235 mm

Ladder inclination: 70°

Maximum load: 150 kg
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Fig.: Order no. 51086

Approx. max. working height in m 2.98 3.15 3.4 3.65 3.9 4.1 4.35
Number of steps including platform 4 5 6 7 8 9 10
Total height in m 1.65 1.88 212 2.35 2.59 2.82 3.05
Platform height in m 0.90 113 1.37 1.60 1.84 2.07 2.30
Base spread in m 116 1.31 1.45 1.60 1.76 1.91 2.06
Lower outer width in m 0.61 0.64 0.66 0.69 0.72 0.75 0.78
Side-rail depth of the ascent/

support section in mm 73/58 73/58 73/58 73/58 73/58 73/58 73/58
Handrail length in m 0.75 0.75 0.75 0.75 1.3 1.3 1.3
Weight in kg 13.0 14.0 15.0 17.0 19.0 20.5 22.0
Order no. 51084 51085 51086 51087 51088 51089 51090

Safety. Made in Germany.

nivello® Handrails

ladder shoes

Ladder joint
‘safe-cap’

Details on the relevant product page at www.steigtechnik.de

Suitable accessories

Exchangeable clip-step
nivello® base plates step padding

More information from page 160 onwards
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