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Fall protection and accessories

5 Fall protection rail with connection strap
Material Length inm Order no.
1.40 77530
Galvanised steel 1.96 77531
2.80 77532
1.40 77550
V4A stainless steel 1.96 77551
Fig.: Order no. 77550 2.80 [
1.40 77059
Aluminium 1.96 77058
2.80 77057

Rail fastener for ladder rungs

i = For attaching fall protection rails to vertical ladders
)’ 1 = Attachment of the fall protection rail to the ladder rungs at a distance of 1.68 m, but at

least four attachment points with smaller ladder lengths

)’ Material Order no.

Galvanised steel 77536
V4A (1.4571) stainless steel 77556

Fig.: Order no. 77536

Rail fastener for stirrup irons

= For rung spacings 280 mm

Material Order no.
Galvanised steel 77543
V4A (1.4571) stainless steel 77566

Fig.: Order no. 77566

Rail fastener for ladder side-rail

= For lateral attachment, if installation in the middle of the stationary ladder is not possible
for space reasons, e.qg. for shaft ladders with a clear width of 300 mm

. u For side-rail sizes up to 50 x 20 mm

Order no.
Galvanised steel 77545
V4A (1.4571) stainless steel 77567

Fig.: Order no. 77545 ) o
For side-rail sizes up to 60 x 25 mm

Order no.
Galvanised steel 77546
V4A (1.4571) stainless steel 77568
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Fig.: Order no. 77541

l

Fig.: Order no. 77583

OMUNK

GUNZBURGER STEIGTECHNIK

Rail point
= For side exit
= Only for single-rail ladders

V4A (1.4571) stainless steel

77560

Order no.

Entry aid

= Push-fit
= Rotatable with handles and turn lock
= For entry to shaft ladders with fall protection rail

Length in m Order no.

Material
Galvanised steel 1.40 77541
V4A (1.4571) stainless steel 1.40 77561
Rail slip-on device
= For entry aid
= Made of V4A stainless steel
= Can be screwed to the top rail
Rail material Order no.
V4A (1.4571) stainless steel/galvanised steel 77563
Aluminium 77583

Rigid rail stop

= Suitable for single-rail ladder and fall protection rail
= Required at the end of the ascent if there is no exit there, for example on chimneys

Order no.
77574

Rail material
V4A (1.4571) stainless steel

Detachable rail stop

= Suitable for single-rail ladder and fall protection rail
= Required at the entry and end of an ascent if there is an exit there, for example on

platforms or roof surfaces

Order no.
7575

Rail material
V4A (1.4571) stainless steel
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